
High efficiency, high reliability, low cost module

High application, patent protection frame

Special installation method

Different from conventional clamps, 
 the middle and edge of mounting clamps 
 are common

Clamp low-end fixed, not in direct contact 

with the module to avoid shadow blocking 

 and glass explosions

High ornamental value

The frame structure can replace the module 

 embedded in the building structure,improve 

 the beauty, and have good practicality

Insert block and groove design

Short bearing distance, good fixing effect, 

 wide application range

Safer and more reliable
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1650x996x30mm
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730kg

20440kg

1700x1130x1135mm

19.0kg

36

28

40' HQ

335 20.38%9.91 33.85 10.30 41.55

GH330G1-60SW-C

GH320G1-60SW-C

330 9.80 10.20 41.40 20.08%

320 9.60 41.06 19.47%

GH325G1-60SW-C 325 9.70 10.11 41.23 19.78%
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Glass/EVA/Backsheet(white)

PV module classification Class II

(+)60mm,(-)190mm/4mm²

1000V/1500V DC(IEC)

1650x996x35mm

868

655kg

18340kg

1700x1130x1135mm

19.6kg

31

28

40' HQ

P
o
w

e
r(

W
)

Current-Voltage&Power-Voltage Curve(335W)
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42°C±3°C
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VDH Solar Greenhouse Systems

Finlandlaan 1,  2391 PV Hazerswoude-Dorp, Holland 

+31 (0)172 235 990 | info@vdh-solar.nl  

www.solargreenhousesystems.nl
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